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Fenestra 


Fireshteld Doors 








NEW line of single-swing and double-swing, 
hollow steel doors, complete with hinges, 
locks and frames. 


Neatly designed. Strongly built. Fire retard- 
ing. 


Designed for either exterior or interior use and adapt- 
able to Stairway Entrances, Service Halls, Vestibules, 
Class Rooms, Store Rooms, Theater Dressing Rooms, 
Industrial Offices, Retiring Rooms, Consultation Rooms, 
and the Service Departments of Hotels, Hospitals, 
Office Buildings, Libraries, and State, County and 
Municipal Buildings. 


Where purely ornamental finish is secondary, these 
doors are superior to other non-labeled metal clad 
doors, in any location. 


Strong and rigid—through the use of 16-gauge, hollow, 
steel tubes. Heavier than conventional hollow metal 
doors. 


Light in weight compared to doors with wood cores. 


Non-inflammable. Free from warping, swelling, shrink- 
ing, and concealed deterioration. 


Shipped complete, mortised for hardware and prepared 
to receive locks. Your choice of any one of three 
hinges and any one of five locks. No templates neces- 
sary. No need to purchase hardware locally unless you 
so desire. 


Sixteen gauge steel frames, shipped either knocked 
down in standard sizes or assembled and welded. 
Depths to fit 4”, 6” and 8” plastered walls. 


Simple in construction. High in quality of material and 
workmanship. These doors are neat in appearance and 
combine economy, safety and durability. 








Fenestra Fireshield Door and Frame 
TYPE No. 2, with two Steel Panels and Lock Rail 


YOUR CHOICE OF 4 DESIGNS IN 10 DIFFERENT 
DIMENSIONS. 40 TYPES IN ALL. 





DETROIT STEEL PRODUCTS CO., 2250 E. GRAND BLVD., DETROIT, MICH. 








STANDARD TYPES OF  FIRESHIELD DOORS: AND FRAMES 





TYPE No. 1 TYPE No. 2 
Single Steel Panel Two Steel Panels and 
Lock Rail 


FIRESHIELD DOOR CONSTRUCTION 


Fenestra Fireshield Doors are designed in four standard 
types as shown above. 


Each of these four types may be had in any combination 
of the following widths and heights: 


SINGLE DOUBLE 

WIDTHS WIDTHS HEIGHTS 
cay 5/0" 6’ 6" 
ar OF 5’ 6" 6/9" 
aot 6’ 0" re 


This provides nine different door sizes for each of the 
four types or 36 varieties from which selection may be 
made. 


In addition to these, a single door 3’ 9” x 7’ 0” and a 
double door 7’ 6” x 7’ 0” will be available in all four 
types. However, these 3’ 9” and 7’ 6” widths cannot be 
combined with 6’ 6” or 6’ 9” heights. 


Mitered and Continuously Welded 
Corners. Stiles Mortised and Re- 
inforced for Hinges and Locks 


All stiles and rails are of 16-gauge steel, formed and 
welded into tubes. The bottom rail is 614” x 134”. All 
other stiles and rails are 414” x 134”. The corners are 
mitered and continuously welded and then ground to 
a smooth, uniform finish. 


Panels in Type No. 1 are 16-gauge, patent leveled steel. 








* Where other than Fireshield Hardware is desired, door 











- —TYPE.No. 3 TYPE No. 4 
Single Glass Light, Steel Panel Four ‘Glass Lights, sven! Panel 


an oc at an oc ai 


All others are 18-gauge steel. All panels are spot welded 
to the stiles and rails. In lock rail types containing more 
than one glass light, the muntins are interlocked at the 
point of intersection and the ends are neatly membered 
and welded into the stiles and rails. 





All door leaves have a beveled edge on the lock stile 
and are accurately mortised and reinforced as necessary 
to receive hinges, locks and door checks. 


Ample Clearances. Lock, Hinges, 
Knobs and Escutcheons Ready to 
Attach 


Clearances of 14” are maintained at all heads and 
jambs; 14” at meeting rail of double doors and 5%” at 
all sills, allowing for the use of a 14” threshold (not 
furnished under D. S. P. contract). 


Unless otherwise specified, standard door leaves will be 
shipped mortised for standard Fireshield hinges and 
lock. The lock, hinges, knobs and escutcheons will be 
ready to attach, thus obviating the inconvenience of 
purchasing hardware locally. 


leaves will be mortised from templates supplied by the 
purchaser and hardware selected locally may be applied 
in the field. (Template hardware must be used, and 
all hinges must be 414”.) 























Where doors| are used with a structural frame, the 
leaf is mortised to extra depth to accommodate full 
mortise hinges without mortising the frame. (Specify 
on the order wherever structural frames are used.) 


Standard Hardware—Your Choice 
of a Wide Selection—Ready to 
Attach 


Locks 


Five types of standard stock locks are available, all 
having 2” wrought bronze knobs on both sides, bronze 
bolts, and solid bronze, U. S. Standard fronts and 
strikes. Fronts are 114” x 8” x 34”, beveled 14” in 2”. 
Strikes are 114” x 534” x 8,”. Escutcheons are 214” x 8”. 


All locks are of the mortise type with 214" back set as 
standard (214” from lock face to center line of knob). 
Where doors are machined for other than D. S. P. 
standard locks, we prefer a 214” back set but- can 
machine for 234” back set provided the horizontal 
dimension of the lock case does not exceed 4”. 


All D. S. P. standard locks except Part 1485 meet the 
code requirements, permitting exit at all times without 
key. 


Hinges 


Four and one-half inch, full mortise, ball tip, template 
hinges three to each leaf, are supplied. Steel hinges, 
plated, are supplied in either plain or ball-bearing types 
—hbronze hinges in ball-bearing type only. 


Sixteen Gauge Steel Door Frames 
for 4”, 6” or 8” Walls, Individually 
Marked 





Door frames are 16-gauge steel, formed into channels 
with integral rebates and stops. Frames measure 2” on 
one face and 25%” on the other, and are designed in 
three standard depths: 514”, for use on a 4” plastered 
wall; 714”, for use on a 6” plastered wall; and 10”, for 
use on an 8” plastered wall. 


Frame jambs are designed to extend 1” below the 
finished floor line. Sill anchors are supplied and three 
masonry anchors for each jamb. All mortises in frames 
are equipped with protective boxes. A spreader bar also 
is furnished for bolting between the bottom ends of the 
jamb members to insure accuracy in the opening 
dimension. Two spreader bars are supplied on double 
frames. 


Frames are shipped, either knocked down or assembled 
and welded. Each frame is marked for the door leaf it is 
intended to surround, and is reinforced for door check. 


Grey Protective Paint Forms Ideal 
Base for Any Interior or Exterior 
Finish 


Doors and frames are given one coat of grey protective 
paint at the factory before shipment. This coat 
forms a suitable base for any finish coat desired in 
harmony with the exterior or interior of the building. 


All doors where glass is to be used, are arranged for 
glazing from the inside. 


Continuous glazing angles are fitted and attached to 
the muntin bars, stiles and rails. Glass is not supplied 
but 14” plate glass or 14” factory ribbed glass is recom- 
mended. A good grade of steel window putty should be 
used. Wood window putty is not satisfactory. 


FIRESHIELD DOOR HARDWARE 


Always specify Detroit Steel Products Company's part number when ordering. 


All hardware for Fireshield Doors is of solid bronze in 
all finishes with but one exception; i.e., U.S. 18 Bower 
Barff. This finish is on iron or steel. The contact parts 
of the lock, however, are finished in bronze. This is in 
accord with government standard when U.S. 18 is 
specified for lock sets. 


Lock Set. Part No. 1485 


Has a 3-tumbler, bit key lock, bronze latch bolt, dead 
bolt, front and strike. Latch bolt operated from either 
side by knobs. Dead bolt actuated from either side by 
nickel plated steel key. 

Recommended on interior doors in partitions, offices, 
storage spaces, etc., where the extra security of a cylin- 
der lock is not required. 


Lock Set. Part No. 1486 


Contains a simple latch lock having a bronze latch bolt 
operative from both sides by knobs. No key. 


Recommended for interior doors where a latch only is 
desired and a lock is not required. 





Lock Set. Part No. 1487 


The lock is the cylinder type having solid bronze latch 
bolt, dead bolt, front and strike. The cylinder is out- 
side. The thumb turn is inside. Outside knob may be 
set (locked) by stops in lock face. Both bolts operated 
from outside by cylinder key. Thumb turn operates 
dead bolt from inside. Latch bolt always operative by 
inside knob. 








STANDARD HARDWARE FOR 





Cylinder Lock Pt. 1487 with 
Dead Bolt, Latch Bolt and 


Night Works 









































Flush Bolt 
Part 1492 


PARE Sort TEL: Dee D O- ORS 








Floor Stop with Hook 


Part 1493 


Floor Stop 
Part 1494 


Pull Handle and Plate 
Part 1490 








Push Plate 
Part 1491 








43” Full Mortise, Ball Tip, 


Ball Bearing, Bronze 
Butt, Pt. 1484 






































































































































































































































































































































































































































Surface Shot Bolt 
Part 1499 





















































Recommended for all doors where security of double 
locking is desired. Particularly desirable for entrances, 
offices and storage spaces. 





Lock Set. Part No. 1488 


The lock is the cylinder type having solid bronze latch 
bolt only, solid bronze front and strike. The cylinder is 
outside. Outside knob may be set (locked) by stops in 
lock face. Cylinder key operates latch bolt at all times. 
Latch bolt always operative by inside knob. 
Recommended for inswing doors only—to offices, stock 
rooms, janitors’ closets, etc., where added security of a 
dead bolt is not required. 





Lock Set. Part No. 1489 

The lock is similar to 1488 with Guard Bolt added. 
Guard bolt, working on closed strike plate, automatic- 
ally locks lower latch bolt and also the stops in the lock 
face. Prevents tampering when door is closed. 
Recommended for outswing doors where dead bolt is 
not required and where latch bolt must be guarded to 
prevent picking. 


Pull Handle and Plate. Part No. 1490 


Wrought bronze plate, 314” x 1414” with cast bronze 
handle. Recommended for stairwells, corridors, toilets, 
etc. Often used with door closers. 


Push Plate. Part No. 1491 


Wrought bronze push plate 314” x 1414”. Recommended 
for use in connection with 1490. 


Flush Bolt. Part No. 1492 
Cast Bronze Flush Bolt. 12” long. 


Used only on the standing (inactive) leaf of double 
doors equipped with lock. 


Surface Shot Bolt. Part No. 1499 
Bronze Surface Bolt 54”x 12” with Cast Bronze guides 
equipped with friction spring. Used only on the face 
of the standing (inactive) leaf of double doors equipped 
with lock. 


Floor Stop with Hook. Part No. 1493 
Cast Bronze Floor Stop with Hook, for Masonry Floor. 


Floor Stop without Hook. Part No. 1494 
Cast Bronze Floor Stop without Hook, for Masonry 
Floor. 





Door Closer. Part No. 1462 


Cast iron liquid door check with helical torsion 
spring, rack and pinion construction. Conforms to U. S. 
Government Specification FFH-121. 


Door Closer Bracket. Part No. 1466 


Use this bracket where closer is to be installed on an 
Open Out, Exterior Door. 


Butt. Part No. 1482 


414" x 416" full mortise, template, plain steel, butt— 
plated. 





Butt. Part No. 1483 


416" x 414” full mortise, template, ball-bearing, steel 
butt—plated. 





Butt. Part No. 1484 


414” x 41" full mortise, template, ball-bearing solid 
wrought bronze butt. 
Sargent & Company manufacture Fireshield Door 


Hardware. McKinney Manufacturing Co. manufacture 
Fireshield Door Butts. 


When hardware is furnished “by others’ for applica- 
tion to Fireshield Doors, we will machine doors for 
locks, butts, etc., as per government standard for 
Hollow Metal Doors. It will facilitate manufacturing if 
locks are furnished with 214” back set with govern- 
ment lock front and composite strike. 


FINISHES OBTAINABLE ON FIRESHIELD 
DOOR HARDWARE 


These finishes are U. S. Government Standard. 
In ordering, always specify by U. S. Finish Symbol. 





Symbol Description 
Stock Standard 
Immediate US HO ea Polished Bronze 
Shipment | 





Nit aiteked PSotenc: Dull Brass 
N h ; US 6.22 Sanded Brass 
i aE COOTeC #8 He 5 Bower Barff (Dull Black) 
10 ve Wt deca SUS IOS 3 Imitation Bower Barff 
to ie eays. )| US Spec. . Dull Bronze, Oil Rubbed 











Extra charge. US 14... Nickel Plated 
U 


Shipment 2 to 8260555. Chromium Plated 
3 weeks. 


*When US 18 finish is specified, this will be furnished 
on all items except butts. These will have US 19 finish. 











DOOR RAIL AND 
FRAME REINFORCED 
FOR. DOOR CLOSERS 


MUNTIN 


DIMENSION 


DOOR DIMENSION 
FRONT OF DOOR, 


DOOR OPENING 


THRESHOLD 
NOT BY D.S.PRG. 


30 





x 


ae 





ies 


VERTICAL SECT. 
OPEN OUT DOOR SHOWN 


HINGE JAMBS 
SINGLE OR DOUBLE DOOR 


OPEN IN DOOR SIMILAR. 


DOOR DIM 


OUTSIDE 


ae 
ae 





SURFACE 
SHOT BOLT 
HEAD € SILL 


¢ 


HINGES ACTIVE. 
" LEAF LEAF 


EYES FOR 





is SINGLE DOOR DOUBLE DOORWITH ASTRAGAL DOUBLE DOOR WITHOUT ASTRAGAL 


Ni 
LOCK STILE 


ONY REVERE Eocek, LEFT HAND OPEN OUT OPEN OUT RIGHT HAND OPEN QUT 


So SS 


LEFT HAND OPEN IN RIGHT HAND OPEN IN 


MEETING RAIL 
eal Ries DOORS WITHOUT ASTRAGAL WY 


ASTRAGAL ACTIN Eolatoa 


G4" BOTTOM RAIL 


DOUBLE DOORS OPEN OuT 


ese Bape, ACTIVE Lem 
F 


DOORS WITH 


ASTRAGAL 
MEETING RAIL DOORS WITHOUT ASTRAGAL 


DOUBLE DOORS OPEN IN 
HANDING AND OPENING OF DOORS 


AK" STILES AND TOPE LOCK RAILS 





DETAIL OF PRESSED NOTE : ASTRAGALS & FLUSH OR SURFACE SHOT BOLTS ARE ALWAYS 

ATTACHED TO STANDING LEAF. LOCKS ALWAYS INSTALLED IN ACTIVE LEAF, 
STEEL DOOR STILE ACTIVE LEAF 1S RIGHT HAND LEAF (LOOKING FROM OUTSIDE) UNLESS OTHER 
a WISE SPECIFIED. 


NOTE —: STANDARD DOOR POSITION 15 WITH FRONT TO THE OUTSIDE. 
DOORS WILL BE FURNISHED WITH FRONT INSIDE WHEN SO SPECIFIED. 


DOOR OPENING DIMENSION datas tee 
DOOR DIM. 4" DOOR DIM. DOOR DIM 4 


jl ie 
DETAIL WITHOUT ASTRAGAL OPEN IN DOOR NOTE Bevet 


DOUBLE DOOR MEETING RAILS LOCK JAMBS 
SINGLE DOOR ONLY 








DETAIL WITH ASTRAGAL NOTE BEVEL 


DOOR DIM | 4’ DOOR DIM ____ DOOR DIM 





DOOR ‘OPENING DIMENSION 





HORIZONTAL SECTIONS OPEN OUT DOOR 





“Fenestra 
1935 
































HEAD OF FRAME IN- 
CLUDES PROVISION 
FOR DOOR CLOSERS 
AND FLUSH OR SUR- 
FACE SHOT BOLTS. 


VERTICAL 
SECTION 


DOOR OPENING DIM. 
DOOR DIMENSION 


SPREADER BAR 
ONE OR BOTH SIDES 
SEE ELEVATIONS 











11 ,NOT BY 0S). \P. co. 
A 





LOCK STRIKE MOR 
TISED INTO FRAME 


MASONRY BOX EN- 
CLOSES STRIKE AND 
PROTECTS LATCH 





SPREADER BAR ONE 
OR BOTH SIDES OF 
FRAME. SEE ELEVATIONS 


MASONRY B8OX 
PROTECTS HINGE. 
AND REINFORCEMENT 
HINGE MORTISED 
INTO FRAME 








DOOR OPENING DIM. 


HINGE JAMB 


12" 





LOCKING 
WING 


CLIP SLIDES IN FRAME TO 
POSITION AT MASONRY JOINT 


JAMB ANCHOR CLIP 


“Fenestra 
1935 





HINGE JAMB 


REINFORCING 
FOR DOOR 
CLOSER. 


MASONRY BOX 
AT LOCK STRIKE 





FRAME & DOOR OPENING DIM. 


SPREADER BAR 
ONE SIDE 


FRAME & DOOR OPNG, 


DIMENSION 


FRAME FOR SINGLE DOOR. 


NOTE * FIRESHIELD PRESSED STEEL DOOR FRAMES 
ARE FURNISHED IN STANDARD SIZES TO FIT STAN- 
DARD FIRESHIELD SINGLE AND DOUBLE DOORS 
AND IN THREE DEPTHS TO FIT VARIOUS WALL 
THICKNESSES AND CONDITIONS. SEE DETAILS 
A-® &€ C_ BELOW AT RIGHT. 

EACH FRAME 1S COMPLETE WITH MORTISES 


yoo 


VARIES 














WHEN STRUCTURAL FRAMES ARE 
USED, HINGE IS SET DEEPER INTO 
DOOR € IS ATTACHED TO SURFACE 
OF STRUCTURAL MEMBER. 


JAMB ANCHORS 
SIX PER FRAME 





REINFORCING FOR DOOR CLOSER. 


DUST SHIELD FOR. 
FLUSH BOLT OR 
KEEPER FOR SUR- 
FACE SHOT BOLT 


MASONRY BOXES 
AT HINGES 


SPREADER BAR BOTH 
SIDES OF DOUBLE FRAME 


FRAME & DOOR OPENING DIMENSION 


FRAME FOR DOUBLE DOOR, 





AND ACCESSORIES OR PROVISIONS FORT 
ATTACHING NECESSARY HARDWARE AND 
1S MARKED TO CORRESPOND TO THE DOOR. 
LEAF OR LEAVES IT 1S TO ENCLOSE. 
FRAMES MAY BE SHIPPED KNOCKED DOWN 
OR ASSEMBLED AND WELOED. 
ALL FRAMES REINFORCED FOR DOOR CLOSERS. 





STANDARD 
5%"-7 2" on 10" 


DETAIL 


BOTH SIDES OF WALL PLASTERED 


oR 10" 
on 10" 


7/2" 
5%" - 72" 


5/2" 





5%" - 7/2" on 10" 


DETAIL 


WALL THICKER THAN FRAME 


DOOR STOP MUST 
NOT BE MORE THAN 
5/6" IN THICKNESS 


FRAMES MUST PROVIDE FOR. 
LATCHES, SHOT BOLTS, ETC, 


V]\MPORTANT 


DOOR DIMENSION 





DOOR OPENING 


DIMENSION 





STRUCTURAL FRAMES ~ NOT BY D.S.P.G. 





FENESTRA FIRESHIELD DOORS 


x DETAILS OF DOOR FRAMES * 



























































































































































































































































































































































































































































Single Swing and Double Swing Fireshield Doors and Frames Type No. 3, with 
Single Glass Lights, Steel Panels and Lock Rails as installed in the plant of the 
Closure Service Co., Toledo, Ohio. Henry J. Spieker Co., Contractors. 


Single Door equipped with Lock Part No. 1487. Double Doors equipped with 
Push Plates, Pull Plates and, Door Checks. 
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Digitized by: 





INTERNATIONAL 


ASSOCIATION 
FOR 
PRESERVATION 
TECHNOLOGY, 
INTERNATIONAL 


www.apti.org 


BUILDING 
TECHNOLOGY 
HERITAGE 
LIBRARY 





https://archive.org/details/buildingtechnologyheritagelibrary 


From the collection of: 


NATIONAL 
BUILDING 
ARTS 
CENTER 


‘http://web.nationalbuildingarts.org 





